
McLanahan’s Sand Lane Clean-Up System is a low-cost solution for cleaning 
and dewatering sand recovered from a sand lane or settling system. Sand lane 
users spend time and energy turning and moving sand piles to reduce drying 
times and inventory. The Sand Lane Clean-Up System addresses these issues, 
saving money by minimizing sand management; producing cleaner, drier sand; 
and ultimately, reducing sand inventory.

SAFER 
By removing over 50 percent of the water and organic matter from sand recovered 
using a sand lane, the Sand Lane Clean-Up System limits the amount of water 
leaching from the piles and reduces, or even eliminates, the need for turning piles 
otherwise necessary to clean-up and dewater the sand. Clean, dry sand is safer for 
cows. Additionally, the system does not run continuously since sand is dewatered as 
quickly as it is removed from the sand lane. Besides a payloader operator, no operator 
interface is required.

SIMPLER 
A payloader is all that is needed to transfer material into the system’s hopper. No 
additional water is needed during the short process time, and the horsepower 
requirement is low. The system layout can be customized to dewater and clean up 
sand in a range of capacities (10 to 200 tons per hour), minimizing sand management 
time and energy. Sand Lane Clean-Up Systems are compact and easy to setup on 
existing stack pads.

SMARTER 
For producers not looking to put in a complete Sand Separation System, the Sand 
Lane Clean-Up System offers a simple and low cost way to reduce sand inventory by 
cleaning and dewatering sand recovered from a sand lane. The system is proven to 
reduce moisture content by over 50 percent, remove organic material and more. Less 
moving of the sand means less money being spent on labor, fuel and maintenance. 
Cleaner sand means healthier cows, more milk, and higher profitability.

Material from a sand lane is easily 
transferred to the hopper using a payloader.

A dewatering screen removes over 50% of 
the water, as well as organic matter from 
sand.

Sand is cleaner and drier, meaning shorter 
turnaround time for bedding freestalls.
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Screen Size Capacity (Tons Per Hour) HP Requirement*

VD6 10-15 tph 1.8 x 2 HP

VD9 20-25 tph 3 x 2 HP

VD12 20-45 tph 3.2 x 2 HP

VD15 55-85 tph 8.5 x 2 HP

VD18 75-100 tph 8.5 x 2 HP

VD21 90-200 tph 8.5 x 2 HP

*Feeding the system could require an additional 10-50 HP.

Sand Lane Clean-Up System Capacity Chart
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